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PRODUCT INFORMATION

Features
• Reflective tape ‘H’ pattern around body
• Waterproof seams sealed outer shell jacket 
• Waterproof rating over 15,000mmH2O
• Water vapour penetration over 4000G/M2/24hrs
• Showerproof inner jacket
• Zip-out reversible padded bodywarmer
• Detachable zip-out sleeve
• Heavy-duty two way zippered front opening
• 2 hip pockets with hand warmers
• External mobile phone pocket
• ID card holder on jacket and vest
• Adjustable 1/2 elasticated cuff with touch tape 

tab closure

Fabric
• 300D Oxford Polyester, PU Coated    

(Non Breathable)
• 100% Polyester Fleece lining
• 100% Polyester Mesh Liner

Size
• XS - 6XL

5 IN 1 RAIN JACKET
2 Tone w/ Sealed Seams
BK6975

Yellow/Navy
(TT04)

Orange/Navy
(BT05)

BK6975

3\ FLEECE JACKET
Wind Shield for Everyday

5\ FLEECE VEST
Freedom of Movement

4\ RAIN VEST
Wind Shield

1\ RAIN SHIELD
Ultimate Protection

2\ RAIN JACKET
Fleece Everyday Rainwear
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TECHNICAL FAQ’s SIMILAR PRODUCTS

AUSTRALIAN & INTERNATIONAL STANDARDS
Australian/ New Zealand Standards

• AS/NZS 2621:1998: Textiles - Guide 
to the Selection of Correct Care Labelling 
Instructions from AS/NZS 1957 
BISLEY WORKWEAR GARMENTS USE THE 
CORRECT CARE LABELLING SUITED TO 
THEIR TYPE AND FABRICATION

• AS/NZS 2392:1999: Textiles - Labelling of 
Clothing, Household Textiles and Furnishings 
BISLEY WORKWEAR GARMENTS HAVE THE 
CORRECT CARE LABELLING PLACEMENT 
AND DETAILS

• AS/NZS 1957:1998: Textiles - Care 
Labelling 
BISLEY WORKWEAR GARMENTS ARE 
PROVIDED WITH CARE INSTRUCTIONS

• AS/NZS 2622:1996: Textile Products - 
Fibre Content Labelling
BISLEY WORKWEAR GARMENTS ACCURATELY 
LIST THE FABRIC FIBRE CONTENT
AS/NZS 4399:1996: Sun Protective 
Clothing - Evaluation and Classification
THIS GARMENT HAS A SUN PROTECTION 
RATING OF UPF 50+ 

• AS/NZS 1906.4:2010: Hi Visibility Material 
For Safety Garments. 
THIS GARMENT MEETS THE FLUORESCENT 
CAPABILITIES AND THE CHROMATICITY 
READING TO ENSURE THAT THE BRIGHT 
COLOURS ARE WITHIN THE REQUIRED 
COLOUR RANGE. 
RETROREFLECTIVE TAPE ON THIS GARMENT 
ALSO MEETS THE RETROREFLECTIVE 
PERFORMANCE REQUIRED.

• AS/NZS 4602.1:2011: Hi Visibility 
Safety Garments. Garments For High Risk 
Application.
THIS GARMENT HAS A MINIMUM OF 0.2sqm 
OF HI VISIBILITY FABRIC ON THE FRONT AND 
BACK TO MEET DAY STANDARD
RETRO-REFLECTIVE TAPE CONFIGURATION H 
PATTERN  MEETS DAY & NIGHT STANDARD.

• AS 2001.2.17-1987 (R2016): Methods of 
test for textiles - Physical tests - Determination 
of resistance of fabrics to water penetration - 
Hydrostatic pressure test
BISLEY WORKWEAR WET WEATHER FABRICS 
HAVE BEEN TESTED UNDER THIS TEST 
METHOD FOR WATER PENETRATION AND 
ACHIEVED ABOVE MINIMUM REQUIREMENTS 
OF 15,000 mm H20.

International Standards
• ASTM D5489-07: Standard Guide for Care 

Symbols for Care Instructions on Textile 
Products
BISLEY WORKWEAR GARMENTS COMPLY 
WITH USA STANDARDS FOR CARE LABEL 
SYMBOLS AND CONTENT DESCRIPTIONS

• EN 343:2003 - Protection Against  
Rain:  European Standard for wet weather 
garments.   
BISLEY WORKWEAR WET WEATHER FABRICS 
HAVE BEEN TESTED UNDER THIS STANDARD 
PROPERTIES FOR RESISTANCE TO WATER 
PENETRATION AND WATER VAPOUR 
RESISTANCE. 

What is body length measurement (from 
CB neck to back hem)?

• S: 83cm, M: 85cm, L: 87cm, XL: 89cm, 
2XL: 91cm, 3XL: 93cm, 4XL: 95cm,  
5XL: 97cm, 6XL: 97cm 

What is UPF rating of the fabric on this 
jacket?

• ALL COLOURS: UPF 50+

BK6975

Size

To fit neck size (cm)

To fit chest size (cm)

XS 

36 

87 

S 

37/38 

92 

M 

39/40 

97

L 

41/42 

102

XL 

43/44 

107

2XL 

46 

112

3XL 

48 

117

4XL 

50 

122

5XL 

52 

127

6XL 

54 

132

JACKETS (Jackets are intended to be worn over shirts)  MENS

BJ6059T
TAPED 2T SOFT SHELL JACKET

BJ6968T
TAPED HI VIS RAIN 

SHELL JACKET w/ X BACK

BJ6966T
TAPED 2T HI VIS RAIN 

SHELL JACKET


