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Model:  #VHS-A1 Davit Sleeve System, Receiver 
Hitch-Mounted, Aluminum Stabilizers

General Specifications:

Product is designed and tested as a receiver sleeve system for a Pelsue #DK Series Davit:
Man Rated Load Capacity........ ... 350 LBS. (159 KG.) Maximum User Weight.  (Refer to proof load table on reverse 

side of this document)
Fall Arrest Compliance................  When used in conjunction with a #DK Davit System, the entire system is compli-

ant as an Anchorage as per OSHA 1926 & ANSI A10.14 for one person of 350 
LBS. (159 KG.) maximum weight inclusive of all tools and equipment.  !Warn-
ing! A 900 LB. maximum arrest force(MAF) fall arrest device must be used when 
system is employed as part of a complete fall arrest system.

Other requirements:
• The #VHS-A1 Davit Sleeve System must be 
installed properly within a vehicle hitch or other suit-
able receiver that in itself is installed to a structure 
or vehicle of sufficient mass to sustain all reported 
proof loads in order for the complete installed system 
to conform to the ratings & compliance statement 
given above.
• The #VHS-A1 Sleeve System is only approved for 
usage with a DK Series Davit having a maximum 
offset of 24” *Model #DK1824).

The #VHS-A1 Vehicle Hitch Mount Sleeve Davit System provides a secure & compliant receiver socket for a Pelsue #DK 
series davit kit system.  The #VHS-A1 sleeve system is designed to secure in place within a properly-rated 2” square 
receiver hitch that is securely installed to a vehicle of sufficient gross weight.  Also included in the system are a vertical 
and horizontal stabilizer bar that together provide additional stability as well as the capability to level the #VHS-A1 Sleeve 
System with the working surface.

Materials & Construction:
General Construction
VHS-A1:
• Sleeve Assembly ..........................Structural Steel
• Stabilizer Legs .............................Structural Aluminum
• Friction Liners ..............................ABS or PVC
• Hardware .....................................Plated Steel

Weight:
Sleeve Assembly..................33 LBS. (15 Kg)
Horizontal Stabilizer

Aluminum..............................9 LBS. (4.1 Kg.)
Vertical Stablilizer

Aluminu m.............................6 LBS. (2.7 Kg.)
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